Cathode:
In the solution:
( )
Anode: 
Overall:
(s) 2 (I) 2 3(s) 2(g) ( 
7)
The objective of this study is to determine the optimum parameters of electrocoagulation process in treatment of boron in low concentrations. Especially, studies on electrode optimization in low boron concentrated waters are insufficient. Therefore, the effect of electrode combination (Al- 
Introduction
Boron is the 51st element that is common in the earth's crust and it is almost never free form in nature. [1] It is known that there are about 230 kinds of boron minerals in the soil. The different properties exhibited by the various metal or nonmetal compounds make it possible to use many of the boron compounds in the industry. [2] Boron is also found in surface water at around 4.5 mg L −1 . [3] The long-term use of water containing boron can cause toxic effects for plants, animals, and humans. [4] [5] [6] Because of these reasons, the boron concentration in drinking water has been set in as 2.4 and 1 mg L −1 by WHO [7] and by EU, [8] respectively. Boron compounds are widely used in the manufacture of ceramics, glass, detergents, high quality steel, catalysts, cosmetics, and flame retardants. [9, 10] Hence, these industries produce boron-containing wastewater. The amount of water containing boron, and boron concentration of wastewater Electrocoagulation process (EC) has been used for treatment of many industrial effluents due to its advantages such as low operating costs, easy operation, simple equipment, ecofriendly in nature and relatively low amount of sludge generation. [25] [26] [27] EC has been successfully used for the removal of oil and grease from biodiesel wastewater, with a removal efficiency as high as 98.42%. [28] Similar successful results were obtained from treatment of antibiotics, [19] textile wastewater [29] phosphate from surface water, [30] lead, [31] landfill leachate, [32] phenolic compounds, [21] and heavy metals. [33, 34] Although, there are some studies regarding the removal of boron by electrocoagulation process, [10, [35] [36] [37] its lack of full scale optimization on boron removal in low concentration by electrocoagulation process, especially electrode optimization which causes that makes difference on results and also lack of operating cost calculation. This study aims to investigate removal of boron from aqueous solution by electrocoagulation process at concentrations of less than 50 ppm. Process parameters, such as electrode combination (Al-Al, Al-Fe, Al-SS, Fe-Al, Fe-Fe, and Fe-SS), pH (5-9), current density (8-24 mA cm −2 ), distance (1-3 cm), initial concentration (10-50 mg L −1 ) and electrolysis time (10-90 min) can significantly affect the performance of EC treatment. These parameters are therefore studied and optimized in this study.
Results and Discussion

Effect of Electrode Combination
The chemical reactions in the EC process on electrodes are given in Equations (1-3). The electrode combination is an important factor, which affects the efficiency of the EC process. [38] [39] [40] Aluminum, iron, and stainless steel were used in six different combinations to evaluate the optimum electrode pair and the results are given in Figure 1 . Boron concentration was reduced to less than 1.35 mg L −1 which means 95.6% removal efficiency is succeeded with the usage of Fe-Al electrodes. However, maximum boron removal efficiencies were 34%, 15%, 50%, 44%, and 63% with the usage of Al-Al, Al-Fe, Al-SS, Fe-Fe, and Fe-SS electrodes, respectively. Hence, electrode optimization in electrochemical treatment studies has great importance and should be performed at every study.
Fe-Al electrode combination supplied the highest boric acid removal. This can be explained by oxidation potential of iron (−0.447 V) compared to that for aluminum (−1.662 V), [41] and also iron electrodes can produce more bubbles than aluminum electrodes. [42] 
Effect of pH
The results of the effect of initial pH on boron removal are shown in Figure 2a .The pH values of the sample were also measured after treatment and it is shown in Figure 2b .These results are consistent with the results of previous studies. [40] The pH of the solution increased for all applied potentials after electrocoagulation. For example, the pH values increased from initial pH 7.00 to 8.00 ± 0.3 in electrode optimization. It was observed that there was an independent increase from the electrode. It is probably because of the removal of the boric acid from the solution. However, later in the optimization steps, a significant increase in pH was observed. This result could be explained by the reactions, which take place at the Fe anode and Al cathode.
Effect of Current Density
The results of the current density studies are shown in Figure 3a .
The highest efficiency was obtained as 95.6% with 16 mA cm 2 . It was seen that the efficiency of boron removing increased as the applied current density increased till 16 mA cm −2 . Further increases of current density (20-24 mA cm −2 ) did not provide better removal efficiency as seen in Figure 3a . Yavuz and Ogutveren [26] have obtained the same increase and decrease of removal efficiency in current density optimization study with iron electrode. The obtained results for energy consumption were also given in Figure 3b. 
Effect of Interelectrode Distance
Dolati et al. [3] found that the efficiency of the EC process increased with the decrease in the distance between the electrodes. Verma [29] noticed that the effect of inter electrode distance was related to the conductivity.
The results of the effect of interelectrode distance are shown in Figure 4 . Maximum boron removal efficiency of 95.6% was obtained with a distance of 20 mm between the electrode pair. As the distance between the electrodes decreased, the efficiency of the AT process decreased. The same proportional results have been obtained by Ezechi et al. [40] The voltages applied during the operation were recorded. It was found that while the electrode distances were 3, 2, and According to the other investigators, [3, 43] EC can be used for treatment of boron-polluted water and wastewater containing boron at initial concentrations of more than 50 mg L −1 . However, it is seen that the removal efficiency of EC is higher at the lower concentrations of 50 mg L −1 in the right optimization conditions.
Effect of Initial Boron Concentration
Operating Cost of the EC
When practical application of any treatment method is considered, economic analyses should also be carried out. [44] Details on operating cost calculation are given in the text above. Energy
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When the current studies on the boron removal are examined, it is seen that there is not any operating cost calculation in the literature. Therefore, it is not possible to compare the cost calculation with similar studies. Nevertheless, to give example, Yavuz et al. [21] found that the required cost to treat organic containing effluents (COD), using EC cell, at a current density of 50 mA cm −2 was about 2.72 $ m −3 . Electric consumption decrease 40% as operating time decrease from 70 to 40 min with 92% removal efficiency.
Determination of Kinetics of Boron Adsorption
Examination of the adsorption kinetics is an important step in understanding the adsorption steps affecting the speed of the adsorption process. [45] Although, there are four main steps in adsorption process in a solution, the other investigators [46, 47] indicate that the steps 2 and 3 are speed determinations, since steps 1 and 4 will not have an adverse effect on the adsorption rate in good mixing condition. Within a few minutes of the adsorption process, a time versus -log C t /C 0 value is plotted to see if boundary layer diffusion is affected. It can be said that the effect of the diffusion of the boundary layer is so remarkable when linearity of calibration curve was approaching to a straight line (Figure 6a,b) . [48] As seen in Figure 6c , the boron adsorption rate in the reaction time of 10 to 20 min (the step 1 or production of coagulant) is lower than the reaction time of 20 to 90 min (stage 2 or pollutant removal by coagulant). The kinetics of boron adsorption in the second steps corresponds to the pseudosecond-order model (R 2 = 0.94), and they can be used to determine the amount of boron adsorption.
Characterization of Precipitates after EC of Boric Acid
The surface morphologies of the boric acid (synthetic product) (Figure 7a) , and the sample taken from the sludge (Figure 7b ) after the treatment were analyzed by FE-SEM after coating with platinum-palladium. SEM observation indicates that boric acid has a substantially flat surface with fibrous roughness white sludge has a composed of irregular-shape crystallites. Energy dispersive X-ray spectroscopy (EDX) spectra shows that boron compounds constitute 8.52% of total sludge which may causes of low initial concentrations. [43] 
Concluding Remarks
Electrocoagulation experiments with different electrode combinations were conducted to treat boron from aqueous solution in a batch system. Various operating parameters, such as electrode combination, initial pH, current density, electrode distance and initial boron concentration were evaluated to define optimum conditions. The efficiency of this process in boron removal from water at initial concentration of 30 mg L −1 under optimal conditions (Fe-Al electrodes, pH 7, electrode distance = 20 mm, reaction time = 70 min, current density = 15 mA cm −2 ) is 95.6%. Increasing boron concentration (40-50 ppm) decreased boron removal efficiency. This increase decreased energy consumption. 
Experimental Section
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(Hach-Lange HQ40d) were used to measure the pH and conductivity of the sample respectively.H 2 SO 4 (0.1-1 N) and NaOH(0.1-1 N) were used to adjust the pH value and NaCl was used to adjust conductivity (2000 ± 50 µs cm −1 ). All chemicals were purchased from Merck Company. Deionized water (Millipore Direct-Q3UV) was used to prepare the solutions.
Reactor Setup: The EC reactor setup scheme is shown in Figure 8 . Experiments were carried out in a beaker made of glass material (10.5 cm (radius) × 14.5 cm (deep)) with a certain active capacity (800 mL). Al-Al, Al-Fe, Al-SS, Fe-Al, Fe-Fe, and Fe-SS were used as the anode-cathode electrodes. The surface area of electrodes was 6 cm × 8.5 cm (width × height) and the dimension of electrodes was 1 mm as thickness. The electrodes were connected to a digital DC power supply (AATech ADC-3303D). After each run of the experiments, the used electrodes were dipped in acid solution for 5 min and rinsed with deionized water and dried for 5 min at 105 °C to remove surface impurities before reuse. Throughout the experiments, the samples were taken at every 10 min and centrifuged (6.000 rpm, 5 min) (Hettich-ZentrufugenEBA20). To calculate electrode consumption for operating cost, all electrodes were weighed after each run.
Optimization study was carried out for different electrode pairs, pH, current density, distance between electrodes and initial boron concentration.
The electrode combination is an important factor which affects the efficiency of the EC process. [38] [39] [40] To determine the optimum electrode pair, Al-Al, Al-Fe, Al-SS, Fe-Al, Fe-Fe, and Fe-SS were used as the anode/cathode electrodes. Other experimental conditions were 30 mg L −1 initial concentration, pH 7, 20 mm electrode spacing and 16 mA cm −2 current density.
The effect of pH was investigated with the different pH values (5.0-9.0). Electrode pair, current density, electrode distance, and boron concentration were set as Fe-Al, 16 mA cm −2 , 2 cm, and 30 mg L −1 , respectively. Residual boron concentrations were analyzed by the carmine method. [49] Different current density values (8, 12, 16, 20 , and 24 mA cm −2 ) were studied to determine the optimum current density value. Electrode pairs were Fe-Al. Other experimental conditions were 30 mg L −1 initial concentration, pH 7 and 20 mm electrode distance.
Current density is one another important factor for electrochemical treatment methods because it adjusts bubble production, determines production rate of coagulant and affects the growth of flocs. [50, 51] For optimization of distance between electrodes, 10-20 and 30 mm of electrode distance was studied. Other experimental conditions were FeAl electrode pair, 30 mg L −1 initial concentration, pH 7 and 16 mA cm −2 current density.
To determine optimum initial concentration, different initial concentration of boron (10, 20, 30, 40 , and 50 mg L −1 ) was studied. Other experimental conditions were Fe-Al electrode pair, pH 7, 20 mm electrode distance and 16 mA cm −2 current density.
To determine efficiency of EC process after each set, residual boron concentrations were analyzed by the carmine method. [49] The pH values of the samples were also measured after treatment.
Before each run of the experiments, the used electrodes were dipped in acid solution for 5 min, rinsed with deionized water and dried for 5 min at 105 °C to remove impurities from surface. To calculate electrode consumption for operating cost, all electrodes were weighed after each run.
The Method of Analysis: Boron concentration was analyzed by the Carmine Method. [33] Before analyzing, all samples were centrifuged for 5 min in 6000 rpm. Boron removal efficiency was calculated by Equation (9) Boronremoval efficiency = 1 2 1 100
where B1 is the inlet boron concentration (mg L −1 ) and B2 is the boron concentration value at any reaction time of t (mg L −1 ). Field emission scanning electron microscopy (FE-SEM) images were recorded using a Zeiss/Supra 55 FE-SEM.
Operating Cost (OC): In this part of the work, the operating cost of the treated boron containing aqueous solution can be calculated by considering 2 major parameters electrode material and amount of energy consumption in the EC process. C energy and C electrode consumptions are calculated with the following equations [34] 
